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MO COMMERCIAL

Specify with Confidence

DETAIL NUMBER: AVB-1.1

IKO AquaBarrier” AVB — Window Flashing Detail

STEP 1

OPTIONAL: APPLY
CORMER GUSSETS AT
SILL

INSTALL 12" WIDE

i — MEMBRANE STARTER
b STRIP UNDER SILL.
- LEAVE BOTTOM
UNATTACHED SO THAT
FIELD MEMBRANE CAN
BE INSTALLED
UNDERNEATH
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STEP 2

INSTALL
SINGLE PIECE
SILL PAN
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Specify with Confidence

DETAIL NUMBER: AVB-1.2

IKO AquaBarrier” AVB — Window Flashing Detail

STEP 3 %

-

INSTALL JAMB
FLASHING,
TURN INTO
WINDOW
OPENING
MINIMUM 4"
BOTH SIDES

INSTALL HEAD -
FLASHING AND
TURN INTO WINDOW
OPENING MINIMUM
4"

STEP 4
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INSTALL
PREMANUFACTURERED
HEAD FLASHING WITH
END DAMS

INSTALL : | d
WINDOWPER ||
MANUFACTURER'S |
INSTRUCTION
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Specify with Confidence

DETAIL NUMBER: AVB-1.3

IKO AquaBarrier” AVB — Window Flashing Detail

TUCK BOTTOM SHEET
OF AIR BARRIER
UNDER THE
MEMBRANE STARTER
STRIP
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||~ INSTALL AIR BARRIER
|~ OVER WINDOW JAMB
FLANGES AND OVER
HEAD METAL
FLASHING. INSTALL
SEQUENCE: AB,C
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Specify with Confidence

DETAIL NUMBER: AVB-2

IKO AquaBarrier” AVB — Door Flashing Detail

7 STEP 7: INSTALL IKO
/ AQUABARRIER MASTIC

& OR IKO MS DETAIL
/ ALONG TOP OF HEAD
} ,— STEP 4. INSTALL — STEP 2: INSTALL IKO
4 / STEP 6: INSTALL # DOOR / AQUABARRIER AVB JAMB
/ /’ IKO AQUABARRIER i / PIECES, CUT TO FIT.
/ AVB HEAD PIECE, CUT, a2

TOFIT / /

/ ! 4 //
//  — STEPS5 INSTALL DGOR
/" /| HEADER /

STEP 3: INSTALL
IKO AQUABARRIER
MASTIC UNDER
DOOR SILL PAN
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-~ STEP 1: INSTALL
-~ PQUABARRIER AVB | \ '\~ EXTERIOR
|\ SHEATHING

/ \— METAL STUDS

PRIME SUBSTRATE PRIOR TO —'
INSTALLATION OF AVB.
ACCEPTABLE PRIMERS INCLUDE:
IKO S.A.M. ADHESIVE, LVC
OR IKO WATER BASED ADHESIVE
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Specify with Confidence

DETAIL NUMBER: AVB-3

IKO AquaBarrier” AVB — Penetration Flashing Detail

J—— PRIMER: IKO S.A.M. ADHESIVE, LVC,
OR IKO WATER BASED ADHESIVE

[ IKO AQUABARRIER AVB

PATCH AROUND ALL
PENETRATIONS WITH IKO
AQUABARRIER AVB, CUT TO FIT
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4L ——— IKO AQUABARRIER MASTIC
| OR IKO MS DETAIL
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Specify with Confidence

DETAIL NUMBER: AVB-4

IKO AquaBarrier” AVB — Wall Transition

STEP THREE:

IKO AQUABARRIER AVB, APPLY
OVER PATCH

PRIMER: IKO S.A.M. ADHESIVE, LVC
OR |IKO WATER BASED ADHESIVE

STEP TWO:

PROVIDE IKO AQUABARRIER AVB
PATCH AT TRANSITION. APPLY
OVER LOWER LEVEL FIELD SHEET
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PRIMER: IKO S.A.M. ADHESIVE, LVC
OR |IKO WATER BASED ADHESIVE

STEP ONE:
IKO AQUABARRIER FP

R PRIMER: IKO S.A.M. ADHESIVE, LVC
e OR IKO WATER BASED ADHESIVE
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Specify with Confidence

DETAIL NUMBER: AVB-5

IKO AquaBarrier” AVB — Masonry on Stud Wall Assembly

__— INTERIOR FINISH
WOOD STUDS

— EXTERIOR WALL SHEATHING
|IKO AQUABARRIER AVB LT
AIR AND VAPOUR BARRIER

PRIMER: IKO S.A.M. ADHESIVE,
LVC OR |KO WATER BASED
ADHESIVE

BRICK VENEER
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Specify with Confidence

DETAIL NUMBER: FP-2

IKO AquaBarrier” FP — Foundation Detail

_—— BACKFILL

_~— COURSE AGGREGATE
BACKFILL

IKO PROTECTOBOARD

IKO AQUABARRIER FP

PRIMER: IKO S.A.M. ADHESIVE,
LVC OR IKO WATER BASED
ADHESIVE

IKO AQUABARRIER MASTIC
OR IKO MS DETAIL

CONCRETE SPREAD FOOTING
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Specify with Confidence

DETAIL NUMBER: CD-1

IKO AquaBarrier” TWF — Through Wall Flashing

~~— PRIMER: IKO S.A.M. ADHESIVE, LVC OR
IKO WATER BASED ADHESIVE

IKO AQUABARRIER TWF THROUGH
WALL FLASHING
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__— CONCRETE FOOTING
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Specify with Confidence

DETAIL NUMBER: ICF-1

Insulated Concrete Form Wall Assembly

INSULATING CONCRETE
FORM (ICF)

IKO AQUABARRIER AVB LT
AIR AND VAPOUR BARRIER

PRIMER: IKO WATER BASED
ADHESIVE

BRICK VENEER
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IKO.COM/COMM

DETAIL NUMBER: ICF-2

/MO COMMERCIAL

Specify with Confidence

Insulated Concrete Form Foundation Detail

- BACKFILL

COURSE AGGREGATE
BACKFILL

IKO PROTECTOBOARD

IKO AQUABARRIER FP

~— PRIMER: IKO WATER

BASED ADHESIVE

INSULATING CONCRETE
FORM (ICF)

IKO AQUABARRIER MASTIC
OR IKO MS DETAIL

CONCRETE SPREAD
FOOTING
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Specify with Confidence

DETAIL NUMBER: VP-1.1

IKO AquaBarrier” VP — Window Flashing Detail

STEP1 =~ o
| %—:m::___:__m__
| OPTIONAL: APPLY
CORNER GUSSETS AT
SILL

INSTALL 12" WIDE
- — MEMBRANE STARTER
- STRIP UNDER SILL.

= | LEAVE BOTTOM
UNATTACHED SO THAT
FIELD MEMBRANE CAN
BE INSTALLED
UNDERNEATH
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STEP 2

[ INSTALL
A SINGLE PIECE
SILL PAN
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Specify with Confidence

DETAIL NUMBER: VP-1.2

IKO AquaBarrier” VP — Window Flashing Detail

O mm—
i)
Q STEP 3 ‘ﬂ%
A | ——an
v t
T R = I il
O = - = /)
— £ o 5 - -+ INSTALL JAVB
Q - | || FLASHNG,
: | I/ TURNINTO
> / —~—-l || WINDOW
AFTER INSTALLING — ey - | OPENING
(@ JAMB FLASHING, - I MINIMUM 4.
INSTALL HEAD . - P O BOTH SIDES
L FLASHING AND TURN : - L T !'?f’&&ﬁ,ﬂ‘"} I
INTO WINDOW , % i
U) OPENING MINIMUM 4" P SR i
p | (| it
o - il | |
C g '
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m STEP 4
INSTALL — [
PREMANUFACTURERED I
HEAD FLASHING WITH I
END DAMS 1
{1

Fa

L INSTALL )
WINDOW PER ~
MANUFACTURER'S =~~~
INSTRUCTION
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Specify with Confidence

DETAIL NUMBER: VP-1.3

IKO AquaBarrier” VP — Window Flashing Detail

TUCK BOTTOM SHEET
OF AIR BARRIER
UNDER THE
MEMBRANE STARTER
STRIP
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INSTALL AIR BARRIER
OVER WINDOW JAMB
FLANGES AND OVER
HEAD METAL
FLASHING. INSTALL
SEQUENCE:ABC

IKO.COM/COMM
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Specify with Confidence

DETAIL NUMBER: VP-2

IKO AquaBarrier” VP — Door Flashing Detail

/~— STEP 7:INSTALL IKO
AQUABARRIER MASTIC

7 OR IKO MS DETAIL
/ ALONG TOP OF HEAD
/ — STEP 4: INSTALL — STEP 2: INSTALL IKO
/ STEP 6: INSTALL b DOOR =4 AQUABARRIER VP JAMB
73 AQUABARRIER VP / / PIECES, CUT TO FIT.
/ HEAD PIECE, CUT
TOFIT / Fd

:
STEP 5: INSTALL /
DOOR HEADER /

s

Building Envelope Details

STEP 3: INSTALL
IKO AQUABARRIER
MASTIC UNDER
DOOR SILL PAN

L ‘ STEP 1: INSTALL —/
-~ IKO AQUABARRIER VP,
*"PEEL AND STICK MEMBRANE

EXTERIOR SHEATHING — /

METAL STUDS /.
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Specify with Confidence

DETAIL NUMBER: VP-3

IKO AquaBarrier” VP — Penetration Flashing Detail

IKOAQUABARRIER VP,
PEEL AND STICK MEMBRANE

PATCH AROUND ALL
PENETRATIONS WITH IKO
AQUABARRIER VP, CUT TO FIT

IKO AQUABARRIER MASTIC
OR IKO MS DETAIL
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Specify with Confidence

DETAIL NUMBER: VP-4

IKO AquaBarrier” VP — Wall Transition

STEP THREE:
IKO AQUABARRIER VP,
APPLY OVER PATCH

STEP TWO:

PROVIDE IKO AQUABARRIER VP
PATCH AT TRANSITION.

APPLY OVER LOWER LEVEL
FIELD SHEET
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STEP ONE:
AQUABARRIER FP

PRIMER: IKO S.A.M. ADHESIVE,
LVC OR IKO WATER BASED
ADHESIVE
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Specify with Confidence

DETAIL NUMBER: INS-1

IKO Enerfoil® Detail with IKO AquaBarrier” AVB

~—— BRICKVENEER

—— IKO ENERFOIL INSULATION

_~— MASONRY ANCHORS

_— |KO AQUABARRIER MASTIC OR
IKO MS DETAIL

~— IKO AQUABARRIER AVB AR AND
VAPOUR BARRIER

_~— PRIMER: IKO S.A.M. ADHESIVE, LVC
OR IKO WATER BASED ADHESIVE

_~— METAL STUDS
— EXTERIOR SHEATHING
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— PRIMER: IKO S.A.M. ADHESIVE, LVC,
OR IKO WATER BASED ADHESIVE

_—— |IKO AQUABARRIER TWF

——— CONCRETE FOOTING WITH
BRICK LEDGE

AIR SPACE —
10IN

IKO.COM/COMM
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Specify with Confidence

DETAIL NUMBER: INS-2

IKO Ener-Air® Detail

__—— WOOD SIDING
WOOD STRAPPING

_~— IKOENER-AIR INSULATION

_~— IKO AQUABARRIER VP VAPOUR
PERMEABLE AIR BARRIER

- EXTERIOR SHEATHING

~— WOOD STUDS

_~— IKOAQUABARRIER TWF

- PRIMER: IKO S.A.M. ADHESIVE,
LVC OR |IKO WATER BASED
ADHESIVE
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AIR SPACE —
0.25-05IN

"~ CONCRETE FOOTING
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Specify with Confidence

DETAIL NUMBER: INS-3

IKO Enerfoil® Detail with Seam Tape

- BRICK VENEER

- IKO AVB TAPE

— |IKO ENERFOIL INSULATION

MASONRY ANCHORS

- METAL STUDS
- EXTERIOR SHEATHING

— PRIMER: IKO S.A.M. ADHESIVE, LVC
OR IKOWATER BASED ADHESIVE

—— IKO AQUABARRIER TWF
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—— CONCRETE FOOTING WITH
BRICK LEDGE

AIR SPACE —
10IN
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Specify with Confidence

DETAIL NUMBER: INS-4

IKO Ener-Air® Detail with Seam Tape

_—— WOOD STUDS
T ___— BATT INSULATION EXTERIOR
T B — SHEATHING

__—— WOOD SIDING
—~— IKO AQUABARRIER VP TAPE
IKO ENER-AIR INSULATION

~— WOOD STRAPPING

_~— |IKO AQUABARRIER TWF
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w _— PRIMER: IKO S.AM.
" ADHESIVE, LVG OR IKO
WATER BASED ADHESIVE

AIR SPACE
0.25-0.5IN

~— CONCRETE FOOTING
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Specify with Confidence

DETAIL NUMBER: INS-5

IKO Enerfoil® Fastening Pattern 4'X8' Board, 12 Fasteners

96"

2440mm
12" 24" 24" 24" 12"

305 610 610 610 305

6
150

18
457
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48
1220mm

18
457

6
150

NOTES:

1. Applies to 1.5" thickness and above.

2. Specific CSA or FM test results may modify this diagram.

3. This fastening pattern may be used for any 4’ x 8" board products within an approved
IKO roofing system.
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Specify with Confidence

DETAIL NUMBER: INS-6

Ener-Air®" Fastening Pattern 4'X8' Board, 12 Fasteners

96"

2440mm
12" 24" 24" 24" 12"

305 610 610 610 305

6"
150

18"
457
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18"
457

6"
150

NOTES:

1. Applies to 1.5" thickness and above.

2. Specific CSA or FM test results may modify this diagram.

3. This fastening pattern may be used for any 4' x 8" board products within an approved
IKO roofing system.
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Specify with Confidence

DETAIL NUMBER: BS101

IKO Blindside Waterproofing Typical Wall Detail

IKO BSW-V MEMBRANE
PATCH OVER FASTENERS EARTH
APPROVED SUBSTRATE

DRAINAGE PLANE

IKO SAM ADHESIVE,
IF REQUIRED

IKO BSW-V MEMBRANE

CAST IN PLACE
CONCRETE
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PERFORATED DRAIN

Note: Projects that are subject to high water table, hydrostatic conditions and/or other
extenuating circumstances may require two plies of bsw-v for the iko limited material
warranty. please refer to project design professional or your local iko representative.

IKO.COM/COMM

VERO0924




/MO COMMERCIAL

Specify with Confidence

DETAIL NUMBER: BS102

IKO Blindside Wall Base Detail

EARTH

APPROVED SUBSTRATE

DRAINAGE PLANE

IKO SAM ADHESIVE,
IF REQUIRED

IKO BSW-V MEMBRANE

WATERSTOP, AS
REQUIRED BY DESIGNER
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4" MIN

PERFORATED DRAIN

IKO BSW
WATERPROOFING
MEMBRANE

IKO BSW-H MEMBRANE

CAST IN PLACE
CONCRETE

WORKING SLAB

Note: Projects that are subject to high water table, hydrostatic conditions and/or other
extenuating circumstances may require two plies of BSW-V for the IKO limited material
warranty. please refer to project design professional or your local IKO representative.
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Specify with Confidence

DETAIL NUMBER: BS103

IKO Blindside Penetration Detail

EARTH
APPROVED SUBSTRATE

DRAINAGE PLANE

IKO SAM ADHESIVE,
IF REQUIRED

IKO BSW-V
CLAMP RING

TARGET PATCH OF
IKO BSW-V

IKO LIQUID MEMBRANE
(REINFORCEMENT MAY
BE REQUIRED). 6"
OVERLAP ON
ADJACENT MATERIALS
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CAST IN PLACE
CONCRETE

Note: Projects that are subject to high water table, hydrostatic conditions and/or other
extenuating circumstances may require two plies of bsw-v for the iko limited material
warranty. please refer to project design professional or your local iko representative.
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Specify with Confidence

DETAIL NUMBER: BS104

IKO Blindside Tie Back Detail

CUT DRAINAGE PLANE
AND BLIND SIDE
WATERPROOFING TO
FIT

APPROVED SUBSTRATE
EARTH

DRAINAGE PLANE

IKO SAM ADHESIVE,
IF REQUIRED

IKO BSW-V

IKO LIQUID MEMBRANE
(REINFORCEMENT MAY
BE REQUIRED). 6"
OVERLAP ON
ADJACENT MATERIALS
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Note: Projects that are subject to high water table, hydrostatic conditions and/or other
extenuating circumstances may require two plies of BSW-V for the IKO limited material
warranty. please refer to project design professional or your local IKO representative.
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Specify with Confidence

DETAIL NUMBER: BS105

IKO Blindside Horizontal Typical Application

CAST IN PLACE
CONCRETE

IKO BSW-H

WORKING SLAB

UNEXCAVATED,
UNDISTURBED
GROUND
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Note:

1) Projects that are subject to high water table, hydrostatic conditions and/or other
extenuating circumstances may require two plies of bsw-v for the iko limited material
warranty. please refer to project design professional or your local iko representative.

2) Minimum membrane lap distance of 12" from cold joint.
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Specify with Confidence

DETAIL NUMBER: BS107

IKO Blindside Service Pipe Penetration

IKO LIQUID
MEMBRANE
(REINFORCEMENT
MAY BE
REQUIRED). 6"
OVERLAP ON
ADJACENT
MATERIALS

IKO BSW-H
TARGET PATCH

IKO BSW-H
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WORKING SLAB

Note: Projects that are subject to high water table, hydrostatic conditions and/or other
extenuating circumstances may require two plies of BSW-V for the IKO limited material
warranty. please refer to project design professional or your local IKO representative.
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