
IKO Commercial is excited to announce that the IKO AcrylicStick SA has been tested and approved for use  
as a Vapour Retarder in commercial roofing systems. In addition, the IKO AcrylicStick SA has been approved  
as a substitutable Vapour Retarder within the following IKO CSA A123.21 wind uplift tested assemblies.

Mechanically Attached Roofing Systems (MARS)
• MARS 005-A • MARS 009 • MARS 018
• MARS 005-B • MARS 010 • MARS 019
• MARS 005-C • MARS 011
• MARS 005-D • MARS 012
• MARS 006 • MARS 016-A
• MARS 007 • MARS 016-B
• MARS 008 • MARS 017-B

Adhesively Attached Roofing Systems (AARS)
• AARS 009 • AARS 020 • AARS 027
• AARS 010 • AARS 024
• AARS 011 •  AARS 025
• AARS 015 • AARS 026 **

Partially Attached Roofing Systems (PARS)
• PARS 001-A • PARS 007 • PARS 017
• PARS 001-B • PARS 008 • PARS 018 **
• PARS 002 • PARS 011 • PARS 019
• PARS 003 • PARS 012 • PARS 020
• PARS 004 • PARS 013 • PARS 021
• PARS 005 • PARS 015 • PARS 022
• PARS 006 • PARS 016

Note – ** When using AcrylicStick SA as a Vapor Retarder, a 1/2” Georgia Pacific DensDeck Prime thermal 
barrier must be used.

For further information on this bulletin please contact your local IKO Representative.
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