
Membrane TPO Innovi de IKO

Adhésif pour membrane 
InnoviBond approprié

48 po max. entre les rangées de fixation

Isolant de IKO 

Platelage de toit

Substrat

Membrane TPO Innovi de IKO

Plaque de joint ou barre 
d’attache InnoviFast,
 et une fixation 
InnoviFast approuvée,
 espacement maximal 
de 12 po (305 mm) c. à c.

Bande de 
recouvrement
InnoviFlash 6 po ou
10 po (apprêter la 
membrane avec 
l’apprêt pour 
TPO ou l’apprêt 
TPO LVOC 
InnoviPrime)

1. Une fixation intermédiaire est REQUISE pour
tous les solins verticaux de plus de 48 po
(1,2 m), mais de moins de 8 pi (2,4 m).
2. L’un ou l’autre des trois détails illustrés est
acceptable pour une garantie allant jusqu’à 30 ans.

FIXATION INTERMÉDIAIRE
– PAROI STRUCTURELLE CB-1

Soudure de 1,5 po minimum

Voir l’espacement 
et toutes les autres 
notes ci-dessus.

Voir 
l’espacement et 
toutes les autres 
notes ci-dessus.

Appliquer le scellant d’étanchéité TPO
InnoviSeal sur tous les bords coupés 
et exposés de la membrane.

Barre d’attache InnoviFast,
Fixation InnoviFast 
espacée de 12 po c.-à-c. 

Soudure de 1,5 po 
minimum(2 po en cas 
d’utilisation d’une
soudeuse manuelle)

Utiliser la terminaison appropriée 
(non représentée)
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	Sheets
	BA-1 - Base Flashing- Vertical
	BA-2 - Base Flashing- Horizontal
	BA-3 - Base Flashing with Cant
	BA-4 - Base Flashing with InnoviFlash RPS
	BT-1 - 6-in-1 Universal Pipe Boot
	BT-2 - Split Pipe Boot Detail
	BT-3 - Field Fabricated Pipe Wrap
	BT-4 - Hot Pipe Flashing
	BT-5 - Square Pipe Boot
	CB-1 - Intermediate Securement into Structural Substrate
	CB-2 - Intermediate Securement into Non-structural Substrate
	CB-3 - Sloped Wall Transition
	CB-4 - Loose Wall Flashing Over Separator Sheet
	CB-5 - Existing Curb Flashing
	CB-6 - New Curb Flashing
	CB-7 - Curb with Backer Rod Termination
	CB-8 - Sleep Support Assembly
	CB-9 - Sleeper Curb Support
	CB-10 - Skylight Curb Flashing
	CB-11 - Unnamed
	CN-1 - Inside Corner- Performed Universal Corner
	CN-2 - Outside Corner- Preformed Universal Corner
	CN-3 - Inside Corner- Field Fabricated
	CN-4 - Outside Corner- Field Fabricated
	DN-1 - Roof Drain
	DN-2 - Membrane Securement at Drain with Sump
	SM-1 - Hot Air Welded Seam
	SM-2 - Single Weld Seam
	SM-3 - Dual Weld Seam
	SM-4 - Cover Tape Over Field Seam T-Joint
	SM-5 - Cover Tape End Lap
	SM-6 - T-Joint/Seam Intersection Cover- Hot Air Welded
	TM-1 - Termination with Termination Bar
	TM-2 - Termination with Counter-Flashing
	TM-3 - Termination under Coping
	TM-4 & 5 - Metal Edge Termination
	TM-6 - Metal Edge Securement Pattern
	TM-7 - Termination Bar at Joint in Precast Concrete Panel




