
DRAIN DE TOIT DN-1

Membrane TPO
Innovi de IKO

Isolant de IKO

Platelage de toit

REMARQUES : 
1. Pour les systèmes fixés mécaniquement, ce détail et le détail DN-2 doivent être utilisés ensemble.
2. Installer le drain conformément aux instructions du fabricant.

La membrane continue
(non représentée)

Crépine de drain, par d’autres

Poser un tube complet de mastic 
d’étanchéité InnoviSeal sous l’anneau de 
serrage, avant de poser la membrane TPO
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	Sheets
	BA-1 - Base Flashing- Vertical
	BA-2 - Base Flashing- Horizontal
	BA-3 - Base Flashing with Cant
	BA-4 - Base Flashing with InnoviFlash RPS
	BT-1 - 6-in-1 Universal Pipe Boot
	BT-2 - Split Pipe Boot Detail
	BT-3 - Field Fabricated Pipe Wrap
	BT-4 - Hot Pipe Flashing
	BT-5 - Square Pipe Boot
	CB-1 - Intermediate Securement into Structural Substrate
	CB-2 - Intermediate Securement into Non-structural Substrate
	CB-3 - Sloped Wall Transition
	CB-4 - Loose Wall Flashing Over Separator Sheet
	CB-5 - Existing Curb Flashing
	CB-6 - New Curb Flashing
	CB-7 - Curb with Backer Rod Termination
	CB-8 - Sleep Support Assembly
	CB-9 - Sleeper Curb Support
	CB-10 - Skylight Curb Flashing
	CB-11 - Unnamed
	CN-1 - Inside Corner- Performed Universal Corner
	CN-2 - Outside Corner- Preformed Universal Corner
	CN-3 - Inside Corner- Field Fabricated
	CN-4 - Outside Corner- Field Fabricated
	DN-1 - Roof Drain
	DN-2 - Membrane Securement at Drain with Sump
	SM-1 - Hot Air Welded Seam
	SM-2 - Single Weld Seam
	SM-3 - Dual Weld Seam
	SM-4 - Cover Tape Over Field Seam T-Joint
	SM-5 - Cover Tape End Lap
	SM-6 - T-Joint/Seam Intersection Cover- Hot Air Welded
	TM-1 - Termination with Termination Bar
	TM-2 - Termination with Counter-Flashing
	TM-3 - Termination under Coping
	TM-4 & 5 - Metal Edge Termination
	TM-6 - Metal Edge Securement Pattern
	TM-7 - Termination Bar at Joint in Precast Concrete Panel


