UNO

SAFETY DATA SHEET 25139

InnoviPrime TPO Membrane Cleaner (Standard)

SECTION 1 — SUBSTANCE IDENTITY AND COMPANY CONTACT INFORMATION

PRODUCT NAME
TRADE NAME
PRODUCT NUMBER
CHEMICAL FAMILY
PRODUCT USE

MANUFACTURER/SUPPLIER

WEBSITE

EMERGENCY NUMBER

InnoviPrime TPO Membrane Cleaner (VOC Standard)
Seal Trust Splice Wash

6100022

Toluene

EPDM membrane cleaner

SealCorpUSA, Inc.

Address 1175 E Diamond Ave

Evansville, IN 47711

Telephone: (812) 868-0790

Emergency: (800) 728-2482 PERS ID# 10267

www.iko.com

Chemtrec 1-800-424-9300 (24 hours information only)

SECTION 2 — HAZARD IDENTIFICATION

CLASSIFICATION OF THE SUBSTANCE OR MIXTURE

SIGNAL WORD

SYMBOL(S)

CLASSIFICATION

HAZARD STATEMENTS

Danger

.

Physical hazards: Flammable liquids Category 2

Health hazards: Skin corrosion/irritation Category 2

Serious eye damage/eye irritation Category 2A
Reproductive toxicity (the unborn child) Category 2

Specific target organ toxicity, single exposure Category 3
respiratory irritation

Specific target organ toxicity, single exposure Category 3 narcotic
effects

Specific target organ toxicity, repeated exposure Category 2
Aspiration hazard Category 1

Environmental hazards: Not classified

OSHA defined hazards: Not classified

H225 Highly flammable liquid and vapor.

H315 Causes skin irritation.

H304 May be fatal if swallowed and enters airways.

H335 May cause respiratory irritation.

H336 May cause drowsiness or dizziness.

H319 Causes serious eye irritation.

H373 May cause damage to organs through prolonged or repeated
exposure.

H361 Suspected of damaging fertility or the unborn child.
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u“°® SAFETY DATA SHEET 25139

InnoviPrime TPO Membrane Cleaner (Standard)

PRECAUTIONARY Prevention
STATEMENTS P262 Do not get in eyes, on skin, or on clothing.
P261 Avoid breathing vapor or mist.
P202 Do not handle until all safety precautions have been read and
understood.
P210 Keep away from heat/sparks/open flames/hot surfaces- No
smoking
P233 Keep container tightly closed.
P240 Ground/bond container and receiving equipment.
P241 Use explosion-proof electrical/ventilation/lighting equipment.
P242 Use only non-sparking tools.
P243 Take precautionary measures against static discharge.
P264 Wash thoroughly after handling.
P270 Do not eat, drink or smoke while using this product.
P271 Use only outdoors or in a well-ventilated are.
P280 Wear protective gloves/protective clothing/eye protection/face
protection.
Response

NFPA No information available.
P301 + P310 IF SWALLOWED: Immediately call a poison
center/doctor.
P331 Do NOT induce vomiting.
P304 + P340 IF INHALED: Remove victim to fresh air and keep at
rest in a position comfortable for breathing.
P303 + P361 + P353 If on skin (or hair): Take off immediately all
contaminated clothing. Rinse skin with water/shower.
P308 + P313 If skin irritation occurs: Get medical advice/attention.
P308 + P313 If exposed or concerned: Get medical
advice/attention.
P305 + P351 + P338 If in eyes: Rinse cautiously with water for
several minutes. Remove contact lenses, if present and easy to do.
Continue Rinsing.
P337 + P313 If eye irritation persists: Get medical advice/attention
P370 + P378 In case of fire: Use NFPA Class B extinguishers. If
water is used, use fog nozzles.
Storage
P235 Keep cool
P403 + P233 Store in well-ventilated place. Keep container tightly
closed.
Disposal
P501 Dispose of contents/container in accordance with
local/regional/national/international regulations.

HMIS No information available.

SECTION 3 — CHEMICAL COMPOSITION AND DATA ON COMPONENTS

CHEMICAL DESCRIPTION: Solvent/s

COMPONENTS: Remaining components are non-hazardous and/or present at amounts below reportable
limits. The specific chemical identity and/or exact percentage (concentration) of composition has been
withheld as a trade secret in accordance with paragraph (I) of 1910.1200. Therefore, in accordance with
Appendix D to 1910.1200, the product contains:
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SAFETY DATA SHEET 25139

InnoviPrime TPO Membrane Cleaner (Standard)

CHEMICAL NAME

% (wiw) CAS NUMBER

Toluene

100 108-88-3

SECTION 4 - FIRST AID

INHALATION

INGESTION

SKIN CONTACT

EYE CONTACT

ACUTE AND CHRONIC
SYMPTOMS

MEDICAL ATTENTION

Remove to fresh air if overcome. If breathing has stopped, begin
CPR.

Call a physician at once.

Do not induce vomiting. Call physician at once.

Wash with hand cleaner; follow with soap and water.

Flush with water for 15 minutes.

No information available.

No information available.

SECTION 5 - FIRE-FIGHTING MEASURES

EXTINGUISHING MEDIA

FIRE FIGHTING

FLAMMABILITY

PROPERTIES:

FLASH POINT

FLAMMABLE
LIMITS IN AIR

AUTO IGNITION
TEMPERATURE

SPECIAL PPE FOR
FIRE-FIGHTERS

No information available.

Water spray may be ineffective but may be used to cool closed
Containers. If water is used, use fog nozzles.

NFPA class B extinguishers (c02, foam, dry chemical) and self-
contained breathing apparatus.

No further information available.

39.2 F (4.0 C)

(LEL): 1.1% est.
(UEL):7.1% est

Not determined

NIOSH TWA: 100 ppm

Respiratiory Protection: Ventilate to keep vapors below threshold
limit values. NIOSH approved respirators for areas of concentrated
vapors.

Eyes: Splash goggles for liquid products.

Gloves: Must be impervious to solvents.
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u“°® SAFETY DATA SHEET 25139

InnoviPrime TPO Membrane Cleaner (Standard)

SECTION 6 — ACCIDENTAL RELEASE MEASURES

PERSONAL PRECAUTIONS, No information available
PROTECTIVE MEASURES

AND

EMERGENCY PROCEDURES

ENVIRONMENTAL No information available
PRECAUTIONS
SPILL MANAGEMENT Land Spill: Remove all sources of ignition, ventilate area and

remove material with absorbents and/or Non-sparking tools.
Water Spill: Use absorbent booms to dike area and minimize area
of contamination.

SECTION 7 - HANDLING AND STORAGE

HANDLING PROCEDURE No information available

STORAGE Storage Temperature: Ambient
PRECAUTIONS Storage Pressure: Atmospheric

SECTION 8 —- EXPOSURE CONTROL AND PERSONAL PROTECTION

Occupational Exposure Limits:

Toluene (CAS 108-88-3) ACGIH TWA 10 ppm

e NIOSH STEL 150 ppm 560 mg/m3
Toluene (CAS 108-88-3) TWA 100 ppm 375 mg/m3
Engineering Controls: Local Exhaust: Preferable

Mechanical Exhaust: Acceptable-use only
Class 1 Group D Approved Devices

Exposure guidelines Toluene US-California OELS: Skin designation; Can be absorbed through
CAS (108-88-3) the skin
US-Minnesota Haz Subs: Skin designation applies; Skin
designation applies
US ACGIH Threshold Limit Values: Skin designation; Can be
absorbed through the skin

SECTION 9 — PHYSCAL AND CHEMICAL PROPERTIES

APPEARANCE (PHYSICAL Colorless liquid
STATE, COLOR etc.)

ODOR Aromatic hydrocarbons
ODOR THRESHOLD Unknown
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u“°® SAFETY DATA SHEET 25139

InnoviPrime TPO Membrane Cleaner (Standard)

PH Not Available

MELTING POINT/FREEZING Not determined
POINT

INITIAL BOILING POINT AND 231.08 F (110.6 C) est.
BOILING RANGE

FLASH POINT 39.2F (4.00C)
EVAPORATION RATE Not Available
FLAMMABILITY No information available
UPPER/LOWER (LEL): 1.1% est.
FLAMMABILITY/EXPLOSIVE (UEL):7.1% est

LIMITS

VAPOR PRESSURE 21

DENSITY (LBS) 7.258

RELATIVE DENSITY No information available
VAPOUR DENSITY >1 (Air=1)
MOLECULAR WEIGHT No information available.
SOLUBILITY(IES) No information available.
PARTITION COEFFICIENT: N- No information available.
OCTANOL/WATER

AUTO-IGNITION Not determined
TEMPERATURE

SPECIFIC GRAVITY 0.871

VISCOSITY No information available.

SECTION 10 — STABILITY AND REACTIVITY

GENERAL.: This product is stable and hazardous polymerization will not occur.

INCOMPATIBLE MATERIALS  Avoid strong oxidizing agents. Avoid all sources of ignition. Vapors

AND CONDITIONS TO are heavier than air and may travel a considerable distance to an
AVOID: ignition source and flashback.

HAZARDOUS None

DECOMPOSITION

PRODUCTS:
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u“°® SAFETY DATA SHEET 25139

InnoviPrime TPO Membrane Cleaner (Standard)

SECTION 11 - TOXICOLOGICAL INFORMATION

Not identified as a carcinogen by NTP, IARC OR OSHA

Health Effects:

Likely routes of exposure: skin absorption, inhalation

Delayed and immediate chronic effects from short and long-term exposure:

Skin: Dry skin, dermatitis, de-fatting of the skin with chapping and cracking.

Inhalation: Inebeation, followed by headache and nausea. Dizziness, convulsions and unconsciousness
in severe cases. Anorexia and nervousness may persist for several months following acute overexposure.

(Acute Toxicity Estimate): May be fatal if swallowed and enters airways.

SECTION 12 — ECOLOGICAL INFORMATION

Aquatic and/or terrestrial exotoxicity: Not classified as environmentally hazardous.
Persistence and degradability: No data available.
Bio accumulative potential:Partition coefficient n-octanol/water (log know) 2.73

SECTION 13 — DISPOSAL CONSIDERATIONS

This material is considered a hazardous waste for disposal purposes. See 40 cfr part 261.7 for further
information concerning the disposition of empty containers. Hazardous waste may not be landfilled! Refer
to 40 cfr part 261 subpart c for definations of hazardous waste. Hazardous waste code: d001 waste
flammable material with a flash point < 140 F.

SECTION 14 — TRANSPORT INFORMATION

U.S. Department of Transportation (DOT)

Shipping Description: UN1133, Adhesives, 3, PGII

Non-Bulk Package marking: Adhesives, UN1133

Non-bulk Package labeling: Flammable liquid

Packaging references: 49 CFR 172.101 adhesives containing a flammable
liquid

Exceptions: 173.150 Consumer commodity LQ-label no other
marking required

Special Provisions: 149 Limited Quantity, Except for AIR

Emergency Response Guide: 128

LIMITED QUANTITY LABEL
(Actual size is 100mm X 100mm)

International Maritime Dangerous Goods (IMDG)

Shipping Description: UN1133, Adhesives, 3, PGII
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u“°® SAFETY DATA SHEET 25139

InnoviPrime TPO Membrane Cleaner (Standard)

Non-bulk Package marking: Adhesives, UN1133

Labels: Flammabile liquid

Packaging Non-bulk: P001 UN MODEL RULES ALSO: 49 CFR 172.101
adhesives containing a flammable liquid

Exceptions: PP1 UN MODEL RULES ALSO: 173.150 Consumer
commodity LQ-label no other marking required

EMS:

Marine pollutant: Yes*

*Note: For non-bulk packaging, Marine Pollutant is not regulated in containers less than 119

gallons.

International Civil Aviation Org./ International Air Transport Assos. (ICAO/IATA)

UN/ID#: UN1133
Proper Shipping Name: Adhesives
Hazard Class/Division: 3

Subsidiary risk:
Packing Group: Il

Non-Bulk Package marking: Adhesives, UN1133

Labels: Flammabile liquid

Exceptions: UN/ID#8000 Consumer commodity Limited Quantity for
air label

ERG Code: 128

SECTION 15 - REGULATIONS

OSHA STATUS: HAZARDOUS
CERCLA HAZARDOUS SUBSTANCE LIST: Listed

SARA TITLE III:

SECTION 302: EXTREMELY HAZARDOUS SUBSTANCES: NONE

SECTION 311/312: 311-YES 312-YES

SECTION 313: Contains 100” Toluene which is a reportable Section 313 chemical

RCRA STATUS: IF DISCARDED IN ITS PURCHASED FORM, THIS PRODUCT IS A RCRA
HAZARDOUS WASTE. IT IS THE RESPONSIBILITY OF THE PRODUCT USER TO DETERMINE AT
THE TIME OF DISPOSAL, WHETHER A MATERIAL CONTAINING THE PRODUCT OR RESIDUE OF
THE PRODUCT REMAINS CLASSIFIED A HAZARDOUS WASTE AS PER 40 CFR 261, SUBPART C.
STATE OR LOCAL REGULATIONS MAY ALSO APPLY IF THEY DIFFER FROM THE FEDERAL
REGULATION.

WARNING: This product contains a chemicals known to the State of California to cause cancer,birth
defects or other reproductive harm. For more information go to: www.P65warnings.ca.gov

Country(s) or region Inventory name On inventory
(Yes/No)*
United States & Puerto Rico Toxic Substances Control Act (TSCA) Inventory Yes
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SAFETY DATA SHEET 25139

InnoviPrime TPO Membrane Cleaner (Standard)

Canada
Europe

Australia
China

Japan

Korea

New Zealand

Philippines

Taiwan

Domestic Substances List (DSL) Yes
European Inventory of Existing Commercial Yes
Chemical Substances Yes (EINECS)

Australian Inventory of Chemical Substances Yes
(AICS)

Inventory of Existing Chemical Substances in Yes
China (IECSC)

Inventory of Existing and New Chemical Yes
Substances (ENCS)

Existing Chemicals List (ECL) Yes
New Zealand Inventory Yes
Philippine Inventory of Chemicals and Chemical Yes

Substances Yes (PICCS)
Taiwan Inventory (TCSI)

*A “Yes” indicates that all components of this product comply with the inventory requirements
administered by the governing country(s). A “No” indicates that one or more components of the
product are not listed or exempt from listing on the inventory administered by the governing

country(s).

SECTION 16 — OTHER INFORMATION

REVISION DATE OF SDS

REPLACES THE MSDS/SDS
FROM

PREPARED BY

GENERAL INFORMATION

WEBSITE

OTHER INFO/DISCLAMERS

Aug 13, 2025

/

Research Department
1-888-766-2468
www.iko.com

Read this Safety Data Sheet before handling or disposing of this
product.

This product safety information is provided to help our customers
with health, safety and/or environmental matters. We have taken
reasonable effort to ensure that the test methods and sources for
this data are correct and reliable, however, we give no warranty,
expressed or implied, regarding its correctness. Since conditions or
methods of handling and using this product are beyond our control,
we do not assume responsibility and expressly disclaim liability for
damages resulting from or connected with the handling, storage,
use or disposal of the product.
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